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Legal Notes

Windows®, Windows® 98, Windows® ME, Windows® 2000 and Windows XP® and
Windows Vista® are registered trademarks of the Corporation.

MS .NET Framework® and MS Visual Basic® 2005 are registered trademarks of the
Microsoft Corporation.

DEHN + SOHNE GmbH + Co.KG. claims no own exclusive rights with regard to the
aforementioned trademarks. Any omissions are unintentional. All other trademarks
mentioned in the present text are property of the respective owner.

Note:

The information provided in the present document may be modified without advance
notice. DEHN + SOHNE GmbH + Co.KG. cannot be held liable for any changes made.

Furthermore DEHN + SOHNE GmbH + Co.KG. assumes no responsibility for any
damage caused by computer programs and warns of viruses and data losses that
may arise due to programming errors. This can be avoided by performing a data
backup.
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Terms and definitions

Blitzductor®
Surge protection module manufactured by DEHN + SOHNE

DEHNrecord DRC LC M3
DEHNrecord DRC LC M3 is a compact hand-held reader with integrated RFID
technology for non-contact testing of surge protection modules (Blitzductors®).

DEHNrecord DRC MCM XT
DEHNrecord DRC MCM XT is a compact monitoring device with integrated RFID
technology for stationary testing of surge protection modules (Blitzductors®).

HW
Hardware

LifeCheck®
Test for correct functioning of the surge protection modules during system operation
without removing them.

Microsoft .NET- Framework® 2.0

Library basically independent from programming languages for developing and
performing applications and services that are based on Microsoft .NET technology
(e.g. PC application programs and so-called web services).

RFID
Radio Frequency Idendification — Identification procedure per radio technology which
allows for non-contact reading and saving of data.

RS485
Industrial 2-wire bus system for connecting external devices

SPD
Surge Protection Device — surge protection module

SW
Software

VB2005
Microsoft Visual Basic® 2005 — Programming language of Microsoft Windows
operating system using the .NET technology.

protected by ISO 16016 Page 4 of 49 Date of issue: 10.03.10



DEHN + SOHNE Operating Manual Status Display With Integraded Service Console

Literature / References

11/ Operating manual for DEHNrecord DRC MCM XT
Issued by : DEHN + SOHNE

/2] Operating manual for DEHNrecord DRC LC M3+
Issued by : DEHN + SOHNE
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1 Application

DEHNrecord DRC MCM XT /3, is a compact monitoring device in an XT enclosure
with integrated RFID technology (Radio Frequency ldentification) for non-contact
testing of surge protection modules. This device is marked with the LifeCheck®
symbol.

LifeCheck ® symbol:

The following surge protection modules are equipped with LifeCheck® technology:

- Blitzductor® CT; Type: BCT MLC
- Blitzductor® XT; Type: BXT ML

Only surge protection modules (SPDs) with integrated LifeCheck® function can be
tested with DEHNrecord DRC MCM XT monitoring device!

SPDs with LifeCheck® symbol don’t have to be removed for function testing. They can
be tested during system operation (e.g. in the distribution cabinet).

Figure 1 : DEHNrecord DRC MCM XT stationary monitoring device
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2 LifeCheck ®

Protection modules with LifeCheck® symbol provide an additional circuit consisting of
a combined RFID based transmission and monitoring unit. Thermal and electrical
overloads of the surge protective device will be reliably detected and monitored.

3 DRC MCM XT Monitoring Device

Up to 10 surge protection modules can be assigned to one DRC MCM XT XT
monitoring device ;. DEHNrecord DRC MCM XT checks the operating state of this
"group” of protection modules permanently without contact. An integrated LED
indicates the result, which is transmitted by remote signalling via a changeover
contact. Both the LED indicator and remote signalling contact provide only a general
information about the operating state of all protection modules assigned to the
monitoring device ("All protection modules alright" or "Replacing of protection modules
required”).

+fe| A E

Tl B £ % 3 ¥
!

J1 i 3 L7 '3' 1 T 1 3. 1 . o
(3 t_-(‘-l'%(f" Slie I oo’” ik i liaiik e
[+ dp =] protected protected | j+ B Dmhcted protected protected protected  protectad

W T This 2 iy el W | e [ W 12 WL T W o
T ﬁy(\tﬁ’m.-a..r!‘-wif‘.«% Je v e Al
11 | 12 | 48 | 14 | 45 1.6J 1.7 | 18 [ 18 | 1.10
T | ! | r I i T r—'——r'——r‘—
g2 o oA |2 | 3 || | | = e
s = 05 s, U5 5.8 | 2w ll2u @

w — w - =
ee |58 58 ||GE J58 58 |Job | 85 |55 |58
g2 §2 gz g% &z B R
L —. = - = - = [ b= = =
258 a8s 35z |28 35s 2 53 |8 Bo| B&: | @8% |3 as

e e | L -

B B 0 B A B EaEa
ﬂﬁ@&@mwﬁww0h§QMMMMMﬁw'

14 22

4
ﬁ,
i

0|9 welvslow
vvvvv‘w'vvvwv

Figure 2 : Stationary monitoring device with 10 Blitzductors®

As delivered, Blitzductors® XT and CT cannot be used with the DRC MCM XT
monitoring device. Assignment of the Blitzductors® to the respective monitoring
devices is effected by correspondingly programming of the RFID transponders in the
Blitzductors®. When programming the transponder, a definite password each,
containing bus address of the assigned monitoring device and current number of the
respective Blitzductor® will be generated and stored in the transponder. During
operation, the transponder then only reacts on enquiries containing its password.

With the RS485 bus interface integrated into the device, up to 15 DRC MCM XT
monitoring devices can be combined to one system. Within this system, one device
will be configurated as "master" and all others as "slaves". The "master" controls the
monitoring of all DRC MCM XT devices connected to the same bus. For this purpose it
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calls up continuously all "slaves”, one after another (with ascending bus address) for
testing the protection modules assigned to them.

In addition to the monitoring devices, a PC or laptop can also be connected to this
RS485 bus by means of an adequate adapter (see ;1 ).

As far as the "Status Display with integrated Service Console" program has been
installed on the PC or laptop, the following functions of this program can be applied:

» Status indication chart
of all DRC MCM XT monitoring devices connected at the RS485 bus
of all protection modules assigned to a DRC MCM XT

Entering a system description (e.g. headlines, comments, SPD description with
type designation and identification No. etc.)

» Saving and loading of system descriptions

* Logging of all state changes of an SPD in a file (log function)

* Printing of the actual system status e.g. as test report

» General testing of all protection modules assigned to a DRC MCM XT
» Single testing of a protection modules

» Determining the serial number of a protection module

* Programming the protection modules of a DRC MCM XT

* Reprogramming a protection module (to delivery status)

* Requesting the version number of the DRC MCM XT monitoring device

* Language switching (German / English integrated, any other user-defined
language can be loaded as text file)

The program "Status Display with Integrated Service Console" has been designed
primarily for the service staff of DEHN + SOHNE or likewise trained staff.

Common users should apply DEHNrecord DRC LC M3 for programming and
administrating the Blitzductors® (see 1 ).
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. DRC MCM XT Status Display

B peursch  PREngish £ User defined Service functions System description Help  Exit

| Enter system description \ | |

Enter tester

DRC MCM XT SPD status not updated

Bus address Type 01 02 03 04 05 06 OF O8 09 10D
== ® - S Fhterdescription =)
_ ® - e e emem e e~ —— —— __  Enter descrigtion =
= ® - e SRRSO =
— ® - e Enterdaserption =)
_ ® - e i e e s r i
— ® - e Efterdascrption =)
_ ® - e i e e ST
— ® - e Enterdescrption =)
_ ® - e e e ST
— ® - S Enterdescrption =)
_ ® - e e e STt
= ® - Ce oo o Enterdescrption =
_ ® - e = T e S p
== ® - e Bhterdescription =
— ® - e e e e e e —e —— —— Enter description

Figure 3 : DRC MCM XT program Status Display with integrated Service

Console

protected by ISO 16016 Page 9 of 49 Date of issue: 10.03.10



DEHN + SOHNE Operating Manual Status Display With Integraded Service Console

4 |nstallation

For installing the programme, the following requirements have to be fulfilled.

4.1 System requirements

A common PC is required with a .NET Framework compatible Microsoft operating
system such as

- Windows® 98

- Windows® ME

- Windows® 2000 with SP3
- Windows XP® with SP2

- Windows Vista® with SP1

Please note, that Windows® 95 and Windows® NT will not be supported.

The processor used in the PC should be at least a Pentium Il processor, 700 MHz.
The graphic board must support min. 1024x768 pixels and 256 colours.

The minimum capacity of the central memory should be 256 MB. Furthermore, a CD
drive and a RS485 interface adapter will be needed.

Installation will require approx. 8 MB fixed-disk storage (or approx. 100 MB if there is
no .NET Framework® 2.0 installed yet).

NET Framework® 2.0, on its part, requires Microsoft Software Installer (MSI) (min. 3.0
Version) as well as Microsoft Internet Explorer (min. 5.01 Version). If not already
installed, the DEHN installation program will automatically initiate the download of
Microsoft Software Installer and .NET Framework® 2.0 from the Microsoft website and
install them on the PC.

This, however, requires access to the Internet to complete the installation procedure.

4.2 Installation procedure

To install the software, the CD delivered has to be put into a CD drive of the PC. The
CD drive has then to be opened in Windows® Explorer and the installation procedure
has to be started by double-clicking the "install.bat" file.

During the installation procedure, the system is checked in the first instance, if .NET-
Framework® 2.0 has already been installed. If not, the program will be downloaded
from the Microsoft website. Afterwards, the DRC MCM XT status display will be
installed.

Note:

Before installing the program, the driver delivered together with the required RS485
interface adapter should be installed.
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4.2.1 Installing the .NET-Framework ®© 2.0 environment

If not installed yet, Microsoft Software Installer and .NET Framework® 2.0 will be
downloaded automatically from the Microsoft website and their installation will be
initiated.

The duration of this procedure highly depends on the capacity of the central memory
in the processor as well as the speed of the Internet access (download volume
approx. 35 MB), however, at least approx. 5 minutes.

At the beginning of the download, Microsoft points out the terms of licence the user
has to accept. After accepting the terms, the download will be started first and then the
installation will be initiated.

After installing the software, the installation routine might request the user to reboot

the system. After confirming this procedure, the system will be rebooted and the
installation of the DRC MCM XT status display is then continued automatically.

4.2.2 Installing the DRC MCM XT status display with integrated service console

Finally, the DRC MCM XT status display with integrated service console is installed.

Application Install - Security Warning g]
Publisher cannot be verified. ﬁ/’
Are you sure you want to install this application? b

Marne: DRC MCM XT Status Display + Service Console
From; E:% Installation

Publisher:  Unknown Publisher

[ Install ] Don't Install

™ ‘While applications can be useful, they can potentially harm your computer, IF wou do not
krust the source, do not install this software, More Information. .

As soon as the window showing a security warning is opened, click the "Install" button
to continue the procedure.

The application is installed and will be restarted automatically afterwards.
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5 Operation of " Status Display with integrated Service Console"

When installing the program according to instructions, a new item "DEHN + SOHNE
GmbH + Co.KG." was created in the Windows® start menu under "Program”. Clicking
this item the program can be started.

R A RN CW ¥ DRC MM T Status Display + Service Console |
.. I

The program consequentially consists of the two different function complexes
» Status Display

and

* Service Console

Status Display and Service Console have own user interfaces between which you can
toggle.

6 Status Display

After starting the user interface of the status display opens and shows the following
window.

2 DRC MCM XT Status Display (]
|| Deutsch ='English FEL User defined Service functions Swskem description Help  Exit
| Enter system description '

-Enter tester )

DRC MCM XT SPD status not updated

Bus address Type 01 D2 03 04 05 O6 07 O 09 10
e ® - e e e e oo o . __  Enfter description
. ® - — oo~~~ Enterdescription E]
__ ® - e e e oo __ __ Enter description
= ® - e oo o o Eletidescription
_ ® - e e —m e —e e —— —— —— __ Enter descriptian [IJ
e 9 e e e oo oooo o o . __ Enter description
. ® - e Efetdescrption [Z|
== ® - =) Enterdesciiation
__ ® - e e e o S GE e A [ZJ
== ® - e . EnterdsScription
__ ® - e e e e e —— __ __ Enter description =]
= ® - e e Enlendescripiion
_ ® - -~ —— __ __ __ __ Enterdescription [ZJ
== ® - ceneo oo o Erterdsscription
__ ® -- e e e e e —— __ __ Enrter desctiption =

ot con o | (IO [

In the "Status Display" mode the program is operated as passive subscriber at the
RS485 bus ;1 and is just monitoring the data communication of the DRC MCM XT
monitoring devices -> "monitoring mode".
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The status display comprises the following functions:

» Central settings for
language choice
communication settings for the RS485-Bus

* Entering a system description (e.g. headlines, comments, SPD description with
type designation and identification no., etc.)

» Saving and loading of system descriptions

e Graphic operating state indication
of all DRC MCM XT monitoring devices connected to the RS485 bus
of all protection modules assigned to a DRC MCM XT

* Logging of all state changes of an SPD in a file (log function)

Printing of the actual system state e.g. as test report
As soon as the program has started, the following settings have to be made.

6.1 Settings for the Status Display

Every time after starting the program, the communication interface has to be set first
before using the program.

6.1.1 Setting the communication interface

In order to enable the program to determine the current state of the DRC MCM XT
monitoring devices and the assigned surge protection modules for indication, the
program has to listen in the data communication of the monitoring devices (via the
RS485 bus) (thus the program is a passive bus subscriber). For this purpose, it has to
be ensured under "Select COM-Port" that the correct communication port was
selected for the RS485 interface adapter, as otherwise no connection can be
established.

24 DRC MCM XT Status Display
Bpetsch  EREnalish £ User defined B service functions System description Help  Exit

Enter system description
Enter tester
DRC MCM XT SPD status not updated

Bus address TYpe 01 02 03 04 05 06 07 08 09 10

e S e a0 Eniterdescription
— — - -~~~ —— — —_ Enterdescription
o e e SO R
e S e e e e Eniter deseription:
—— — —— = == == —— —— —— —— - Enter description
e S e a0 Enterdescription
— — —— —— == == —— —— —— —— —_  Enter description
- Enter description
. T ——— [ e T ] S G
s SR e e e Enierdeserptien
— R | 111 1 | 0 T )
e S e e e e Eniter deseription:
— O - 1+ = [ o] = 0 T

e S e a0 Enterdescription

—— — —m e == —— —— —— —— —— —— Enterdescription

H ) () (e e ] () (6] () ) ) () )

Select COM port | [ERIIERN + D Log ON J [ Print
=
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The same COM port as determined before in the system control has to be selected
(refer also to ).

It has to be really ensured that:

» the PC laptop is connected with the RS485 bus of DRC MCM XT via the
installated RS485 interface adapter

» the monitoring devices are activated and started

The RS485 interface adapter is automatically loaded and activated by Windows® as
soon as the interface adpater is plugged in. The driver will also be deactivated with
every switch-off or disconnection and deleted from memory. The interface can then no
longer be addressed although it might still be indicated.

If the interface cannot be addressed any more despite of still being connected,
plugging the interface adapter out and in again might often help. After a short period of
time, the COM port can be set again under "Select COM port"

6.1.2 Language selection

The program contains texts in German and English. At the first starting, the program
checks automatically which regional and language options are set in the Windows®
system control. If the set language is not German, the program automatically selects
"English" as preferred setting and starts in this language.

The preferred language can always be selected on the menu bar of the program.

2 DRE 120 X7 Status Uispiay
= Deutsch ='Eng|\sh 84 User defined Service functions System description Help  Exit
Enter system description
-Entertester -

DRC MCM XT SPD status not updated

Bus address Type 01 02 D3 04 05 D6 07 D8 09 10
= 9 - Seo o Efierasscpton =
— ® - — == == == —= —— —— —— —— - Enter description [I]
= ® - SRR P e i =
= 9 - Soo oo o EfiEEoescHRton (&)
. ® - -~ __ Enterdescription [IJ
= ® - Snesoesnooocoonocoo oo Enterdescription [I]
_ ® - e e e e e o~ —— —— __Erter description =
= [ Seo o Efterasschpton =
_ ® - e e e e e o~ —— —— __Erter description =
== ® - e e Bhtendeserition &)
. ® - -~ — __ __ Enterdescription [IJ
= ® - cnesoesnooocoonocoo oo Enterdescription [I]
_ ® - e e e e e —— —— __Erter description =
= [ See o EfterasscHpton =
_ ® - e e e e o~ —— — __ Erter description =

s (A () I

protected by ISO 16016 Page 14 of 49 Date of issue: 10.03.10



DEHN + SOHNE Operating Manual Status Display With Integraded Service Console

Additionally any other language the user determines can be installed. For this purpose
the user first has to extend a prefinished form file which includes all needed texts in
English by the texts in the language he prefers.

The file "user_defined_language.txt” has the following structure:

[user defined texts]

DRC MCM XT Status Display=71
DRC MCM XT Service Console=?2
Select COM port=?3

Please select COM port first=?4
bus address=?5

type=76

SPD status=?7

Enter description=78

Enter title=?9

The texts in the wanted language will be entered after the English text as from the "?" .

Example (French) :

Enter description = ?8 -> Enter description = Entrer la désignation

Entering is effected with a suitable text editor (e.g. MS Wordpad). All available
character sets can be used for entering. The use of character sets from "foreign local
schemes" (e.g. Chinese) follows the specifications of MS Windows® (see brief
instruction 6.1.3).

The user provided language file can be selected and loaded after pressing the

- @ button. Switching to the corresponding language will be promptly.

Note :

In the form data file all foreign language texts are preoccupied with a "?" and a current
number. If the loaded file remains unchanged the current number allows for
determining the position of the respective text within the user surface.
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6.1.3 Use of local schemata (locales) in MS ~ Windows ©
In the following a brief summary on the use of local schemata (locales) in MS

Windows®. A detailed help file is available in MS Windows®.

Entering and display of foreign character sets

A.) Settings in MS Windows®
1.) System control -> Select regional and language options
2.) Select register 'Language’
3.) Additional language support -> Select as required
4.) Text services and entering languages -> Click... Details ->

a.) Under register 'Settings' -> Installed services -> required input area
schemes

b.) under register 'Extended’' -> Compatibility configuration -> Select 'Support
extended text services in all programs’

B.) Editing of the text file 'user_defined_language.txt'
1.) Open data file (e.g. with Windows Editor or Wordpad)
2.) Select desired area scheme
3.) Enter texts in the desired language after the ' ="'

4.) Save the data file
Il Make sure that the file is saved as Unicode text document

a.) e.g. with Windows Editor :
- use 'Save under’
- Type of file = 'Text files(*.txt)'
- Coding = Unicode

b.) e.g. with Windows Wordpad
- use 'Save under'’
- Type of file = Unicode text dokument

C.) Entering the system description/SPD description within the program
1.) Select the desired area scheme as under B.)
2.) Enter the texts
3.) Save data with menu level 'System description -> Save project '
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6.2 Entering the system description

In a next step texts according to the user's requirements can be entered in the
provided fields (see also 6.1.3).

The monitored system, for example, can thus be clearly described (e.g. in the field
provided for entering the title), the name of the person in charge and the assignment
of the Blitzductors® can be determined. The texts are used both in the log and as a
screen copy.

% DRC MCM XT Status Display

B peitech ='English 8 Lser defined/_ﬂWm description Help E
\ Enter system description ' |
DRC MCM XT SPD status not updated
Bus address Type 01 02 03 04 05 06 OF 08 09 10
= ® - ceme e e s EERERSCRtEN
_— ® - P P Enter description
— ® - e e —— —— —— Enterdescription
e ® - e o o o Entefdescription

— ® - S ) S ——— T T

= & - ceaen . o Enterdeschption
— ® - — e e e = —— . __ Enter description
= ® - ceeaen b o Enterdeschption
— ® - - e e == A __ __ Enter description
== @ -- cee Nl o o EEER dRSCrRten
— ® - — — — — - X\ - —— —— __ Enterdescrigtion

== @ -- cee e N e EEER dRSCIRtEN
— ® - S\ R R r T
= ® - cee e e NG B ERSCrRtEN

— ® - e =R = Pt

Select COM port ‘mﬂ I Log ON I l Print

H EEEEEEE EEEEEE E E

For each of the maximum 15 monitoring devices of a DRC MCM XT a short
description (e.g. place of installation) can be entered in the operating surface. Double-
clicking the short description or clicking one of the respective buttons on the right of
the operating surface a window opens where the description of all SPDs assigned to
this monitoring device can be entered.

% DRC MCH XT Status Display =3
M = English  £F} Liser defined Service functions System description Help  Exit

Condition Monitoring
Station Neurnarkt tested ty: Meister Blitzductor
DRC MCM XT SPD status not updated

Bus address Type 01 0z 03 04 05 06 07 08 09 10

_ () = | 111 (]
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SPD information

|Condition Monitoring |

—
DRC MCM address Description Facility Management ) |
v

SPD Mo, SPD type Ident Ma. Terminal designation Comment
01 BXT ML 4ED 520342 R 21-AC
4 02 BEXT ML4ED 520342 R 21-AB exchanged 17.07.2008

03

04

05

0B

07

08

09

10

. L

For safety reasons entering of texts is blocked per default. Clicking the button
"Modification approval" texts can be entered again or changed. After release the
button colour shows RED and the button signals "Apply entries” . After clicking the
button "Apply entries" the texts are taken over into the program. This button also
blocks the input automatically again. The texts saved in the program, however, are
only saved in the respective file on saving the system description (see following
section). Clicking the button "Close" quits the window SPD description. Before the
window closes, as a precaution, the option of acceptance of the possibly changed
texts is indicated again. Text changes not accepted, they are cancelled on closing of
the window.

-
1 ) Apply SPD information 7

All text inputs can be filed on the PC in an arbitrary data file as system description
(menu level "System description" ).

Thus an own data file can be created, administrated and saved for each monitoring
system (menu levels "New project” and "Save project” ). At any time the system
description can be read into the Status Display again (menu level "Load project” ).
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When creating a new project, the presettings for the texts are reloaded.

&< DRC MCM XT Status Display
Bpctsch  SBEnglsh  F) User defined

Service Functions

Condition Monitoring

Station Neurnarkt tested by : Meister Blitzdug
DRC MCM XT SPD status
Bus address Type 01 02 03 04 05 06 07 08 09 10
)= e e e e e~ Alarm )
) = e e em oo fm —m oo o —= —_ Facility Management E

not updated

6.3 Loading the last program settings

Except for the first program start, both, the last-used language and the last-used
system description are automatically loaded at any following program start.

6.4 Activating the log function

The Status Display allows for the logging of the status change of all DRC MCM XT
monitoring devices or of the assigned SPDs in a file on the PC. After clicking the
"Log ON" button any file can be selected where the status changes are stored in
form of a clear text.

As soon as the logging is activated the button shifts to "Log OFF" and in the menu
bar a printer is iconed.

2% DRC MCM XT Status Display

B0cutsch  DREngish L User defined Service functions System descriptiqn Help  Exit
| Condition Monitoring ~
Station Meumarkt tested by Meistn-a-r Blitzductar

DRC MCM XT SPD status not updated

Bus address Type 01 02 03 04 05 06 OF 08 09 10
== @ -- e NS
_ ® - e e e e e = —— __Fagility Management =
o ® - e R
e
- @ &
e »
SRS &
e
e e n
e
e e n
e
- @ e 2
— s
SNe e =

Select COM port |COM3 l Log OFF ‘ Print ] @
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After closing the log function or the status display, this text file can be opened and
printed with the according program (e.g. Editor Notepad, Wordpad, MS Word etc.)
(see also 6.9)

log-fils stavced @ 06,03,2008 — 14:40:55

Condicion Honitoring Station Hewmarkc

teated by ¢ Hr. Blitzductor

06.03.2008 — 14:40:35 =zcarced with 0l: O O O CIHI —_— = = == == ==
06.03.2008 - 14:40:44 gtarted with 02 O QF == == == == == —n == -2
06.03.2008. - 14:40:44 sterted with 03 QR O = »= == == == == == —
08.03.2008 — L4:40:44 scvarced with 048 —— — —— —— —— —— —— — — ——
06.03.2008 = 1d4:40:44 started with 051 == == == 2= 2= «= c= == 2= ==
06.03.2008 - 14540345 started with 06 == —= == 2= =2 == Soiie— = —

Note:

If beside the SPD status changes also the initial state of the system shall be logged, it
is absolutely necessary to activate logging before the first clicking of the "Start" button
(see 6.7.1).

6.5 Help function

Clicking the "Info" button on the "Help" menu level opens a window showing
information about the program version, date of issue and provider, or choosing the
"Manual” button, this document can be opened as online operating manual.

< DRC MCM XT Status Display

Bpciisch PR Engish )} User defined ¥ service functions System desription Help | Exit
Condition Monitoring 10.02.2Q09 12: i:m q
Station Neumnarkt tested by : Meister Blitzductor =
DRC MCM XT SPD status updatd
Bus address  Type 01 02 03 04 05 06 07 08 09 10
01 @ stave ok —— — — — — — —— —— —— Alarm

Info - DRC MCH XT Status Display

DRC MCM XT Status Display
Version 1.2.0.0

ﬂ’ Copyright & 2009

DEHMN « SOHNE DEHM + SCHNE GmbH + CO KG.

Status Display (service consale
integrated) for DREC MCM XT
LifeCheck® condition monitaring
device

23102008 | |
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To be able to read the operating manual a reading program has to be installed on the
PC which is capable of indicating pdf files with the file extension ".pdf' , e.g. Adobe
Acrobat Reader).

6.6 Exit program

The program is ended either by clicking the menu level "Quit" or the "Exit" button.

%<\ DRC MCM XT Status Display = 3]
M tech = Engliish £ User defined Sarvice functions System description oy He
Condition Monitoring 10.02.2009 12:40:21
Station Meumnarkt tested by . Meister Blitzductor
DRC MCM XT SPD status updated

Bus address TYpe 01 02 03 04 05 D06 07 08 09 10

Whenever the program is closed the last-used system descriptions, the last-used
language and the used COM part is saved, then the used RS485 bus interface is
deactivated. As this process can take some time, a reference display window opens.

Program is terminated - please wait !

6.7 Status monitoring and status indication

Main task of the program is the graphical status display of

all DRC MCM XT monitoring devices connected to the RS485 bus
all protection modules assigned to a DRC MCM XT

6.7.1 Starting status monitoring and status indicat ion

If the PC is connected to the RS485 bus correctly, the status monitoring and status
indication can be started for all DRC MCM XT devices connected to the bus and of all
Blitzductors® assigned to them, by clicking the "Start" button.

After clicking the "Start" button the program can listen into the data communication of
the DRC MCM XT monitoring devices at the RS485 bus (passive bus device) and
uses the transmitted operating state reports for establishing a current operating state
indication for all bus devices and protective devices assigned to them.
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For this "Monitoring” operation it is necessary that

» exactly one monitoring device is active as "master” at the bus

» all other monitoring devices work as "slave"

24 DRC MCM XT Status Display
Bpcutsch  EmEnolish ) User defined Service functions System description Help  Exit
Condition Monitoring
Station Meurnarkt tested hy : Meister Blitzductor

DRC MCM XT SPD status not updated
Bus address Type 01 02 02 D4 05 06 07 DE 09 10

== ® -- e e B
— ® - —— e e —m e e —— —— - Facility Management

H &) & = & = B & E E G E EE) = E

| [

The user is responsible for the setting of the respectively required operating state.
During the background processing, the program is continuouly monitoring,

* that a "master” is active at the bus
» whether illegal telegrams for the "monitoring” operation are being received.

Whenever an illegal operating state will be detected, a display window opens
informing the user about the possible reason and maybe requiring him to remedy the
faulty system state.

The display window has to be confirmed by clicking the "OK" button. If the user does
not confirm within approx. 1 minute, the display window closes automatically and the
program will be continued.
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No telegrams are received ! Does a DRC MCM operate in the service mode
Is a Master active ? ?
Please first reset a Please first reset the DRC MCM to the
SLAVE to the MASTER mode monitoring mode, if required

Whenever receiving an operating state report the current PC time will be shown. As
soon as the status of all monitoring devices connected to the bus are available, the
status display changes its operating state indication from "not updated " to "updated "
(see below).

¢ DRC MCM XT Status Display A=)
B peutsch  JmEngish £} User defined [ service functions System description E
| Condition Monitoring || 10.022009 12:40:21 |
Station Neurmnarkt tested by Meister Blitzductor
DRC MCM XT SPD status
Bus address Type 01 02 03 04 05 06 07 08 09 10
01 >° slave OK —- -—— —— -— — -- — -- —— Alarm E]
i € wmaster ok 0k - —- —— —— —= —— —— - Facility Managernent E]
03 >° slave OK OK -- —- -— —— -— —— -— —— SBrver E]

6.7.2 Status display

The status display indicates the own operating state of each correctly working
DRC MCM XT and the operating state of the Blitzductors assigned to it.

6.7.2.1 Status of DRC MCM XT monitoring devices

The following information will be indicated for each monitoring device:

* Bus address (01 to max. 15)
« Current process (testing of Blitzductors® in process, status updating in process)
« Overall status of all assigned Blitzductors® (starting, all OK, to be replaced)
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* Function as bus device (master or slave)

2 DRC MCM X1 Status Display
B peutsch  EREndish L User defined Service functions System description Help  Exit

Condition Monitoring 10.02.2009 13:35:18
Station Meumarkt tested by : Meister Blitzductor
DRC MCM XT SPD status updated

Bus address Type 01 02 03 04 05 06 OF 08 09 10

01 ° Slave OK —- —— —— —— —— —— —— —— —— Alarm

0z (=] Hasterﬁim‘y’ Management

032 T stave ok Ok —— — —— —— —— —— —— —— Server

EEE

A 4 T See 6.7.2.2.
Function as bus device

Overall status of all protective devices in this group
® al ok
. one or more SPDs to be replaced

device in starting sequence (not yet testing)

Current process:
T = Testing of protective devices
> = Updating status

Bus address/group no.

6.7.2.2 Status of the protective devices (  Blitzductors®)

For each monitoring device the status of max. 10 assigned Blitzductors will be
indicated as follows:

OK = Blitzductor® works correctly
Il = Blitzductor® has to be replaced
-- = Blitzductor® not configurated (no monitoring activated)
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6.7.3 Resetting the operating state indication

Clicking the "Reset display” button, the status display will be reset and all existing
operating states will be deleted (corresponds to the operating state before clicking the
start button, status = undefined). A possibly activated logging (see 6.4) will not be
affected.

< DRC MCM XT Status Display

Bcsch  EREnalish Y User defined Service Functions System description Help  Exit
| Condition Monitoring || 10022009 13:40:43 |
Station Meumarkt tested by : Meister Blitzductor I
DRC MCM XT SPD status not updated
Bus address Type 01 02 03 04 05 06 OF 08 D2 10
== ® - e
— ® - e e e em e o —— —— __ Facility Management )
. ® - e T Sera
- e-
- e-
- e-
- e
- e-
- e
- e-
- e~
- e-
- .-

@ Select COM part [COM3 v_|l Log ON. l l Prnt ]@
\/

This function can be used appropriately for monitoring and tracking the correct testing
of all components.

Note:

If the program doesn‘t receive a status telegram within a predefined period of time
(approx. 2 minutes), in case of a bus failure, for example, all operating states will be
automatically reset to "undefined” (- -).

protected by ISO 16016 Page 25 of 49 Date of issue: 10.03.10



DEHN + SOHNE Operating Manual Status Display With Integraded Service Console

6.8 Printing the current system status (test report )

Clicking the "Print" button, a window is opened for printing. Here, the printer can be
selected for indicating the current operating state of the status display.

This function can be used for compiling a test report. For this purpose, the following
requirements must be fulfilled:

» All operating states are updated (indicating "updated ")

* Current date and time are indicated

» System / installation site is clearly marked

* Name of the person in charge was filled in

2. DRC MCM XT Status Display o]
Bpciisch  BREngish  AlUser defined/_’_a%ystem descripkian Help™\Exit
I Condition Monitering | 10022009 13:47:51 |

Station Meurnarkt tested by Meisté-r Blitzductor .
DRC MCM XT S updated
Bus address Type 01 02 03 04 05 06 07 08 09 10
01 @ stave ok — - — - — . __ Alam
0z >{) master 11 0k —— —— - —— —— —— —— . Facllity Managernent [z
LE 7@ slave ok 0K = —- —= —— — —— —— —— Semer
e A
S [
= e e ]
e A
= e e A
D e coveer (o v [T ()

6.9 Evaluating the log file

If the status log function was activated ("Log ON" button — see 6.4) the program
stores all status changes after starting the log function in form of a clear text in the
file selected for this purpose.

Note:

If beside the status changes also the the initial status of the installation shall be
recorded, the logging has to be activated first, before operating the "Start" button (see
6.7.1).
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After deactivating the logging or closing the status display, this file can be opened and
printed by means of a compatible program (e.g. Editor Notepad, Wordpad, MS Word
etc.).

It contains the following information:

Datei Bearbeiten Ansicht  Einfigen  Format 2
DEE & # @« By
log-file started : 06.03.2008 - 14:40:35
Condition Monitoring Station Neuwmarkt
tested by : Mr. EBlit=zductor
06.03.2005 — 14:40:35 started with 01: O QK O —— —— —— —— —— ——
06.03.20058 - 14:40:44 started with 02: oK —— —— —— == —— == —= -
Oe.03.20028 - 14:40:44 started with 03: O —— —— == == —— —— —— —-
06.03.2005 — 14:40:44 =started with 04! —_— = = = —= == == == ==
06.03.2005 — 14:40:44 =tarted with —_— = = = m= = = —= == ==
Oe.03.2005 - 14:40:45 started with 0! —— —— —— —— —— —— —— —— —— ——
Oe.03.20028 - 14:40:45 started with oO7! —— —— —— —— —— —— —— —— —— ——
O06.03.2005 — 14:40:45 =tarted with e e e e = = e ——
06.03.2005 — 14:40:45 started witll 09! —— —— —— —— —— —— —— —— —— ——
06.03.2005 - 14:40:45 started wi 1! —— —= == = = = = = = -
Oc.03.20028 - 14:40:45 started wiA 11! == == —— —— = —— —— - - ——
06.03.20058 — 14:40:46 =started th 128! —— —— —— —— —— == —— —— —— ——
06.03.2005 - 14:40:46 started mith 13! —— —— —— —— —— —— —— —— —— ——
Oe.03.2005 - 14:40:46 started/ with 14! —— —— —— —— —— —— —— —— —— ——
Os.03.20028 - 14:40:46 started with 15! (- —— —— —— —— —— —— —— —— ——
O6.03.2005 — 14:41:57 02: O —— —— —— == —— —— —— = .
06.03.2008 - 14:42:33 01! —— -= —— —— —— —— —— —— —— - Connection lost
AA A
Driicken Sie F1, um die Hilfe aufzurufen,
Bus address SPD Status

Text entered

Operating status ! = SPD status not updated

. = SPD status updated

In 1% line (head line — preferably system identifier / installation site)
In 2" line (supplementary information — e.g. inspector)

Starting time (logging)

Status changes consisting of :

Bus address of DRC MCM XT + new operating state with date/time

Initial status when starting the logging
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Note:

If logging was activated before the first clicking of the "Start" button, both, the status
changes and the initial operating state of all DRC MCM XT devices was saved. These
lines are marked with the additional text "started with ".

If the connection to a DRC MCM XT device is interrupted, the status of all
Blitzductors® assigned will be be reset to "undefined " (- -).

If there is no updated test result available for a DRC MCM XT device (e.g. because a
device is started or the connection was interrupted) the processing state will be
marked with "I" (no updated test result available).

6.10 Changeover to Service Console

Clicking the menu level "Service funktions " and "Open service console " you can
change to the user surface of the functional complex "Service Console". Calling this
user surface the Status Display will be closed and its functionality is no longer
available.

2% DRC MCM XT Status Display

B Cisch = English £} User defined Help  Exit

Service functions

Syskem deskiption

Open service console

Conditign M - 10.02.2009 13:58:33
Station Neumarkt testetNyy : Meister Blitzductar
DRC MCM XT SPD status updated
Bus address Type 01 02 03 04 05 06 OF 08 09 10
01 T° slave OK —- —— —— —— —— —— —— —— —— Alarm
0z @ master ok 0k —— —— —— —— —— —— —— __ Facility Management
03 ° Slave OK OK —— —— —— —— —— —— —— —— SEMVer
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7 Service Console

In "Service mode" the PC as active bus device takes the "bus-master-function" and
offers the following functionality on the Service Console:

» General testing of all protection modules assigned to a DRC MCM XT

» Single testing of a protection module

* Determining the current number of a protection module

* Programming of the protection modules of a DRC MCM XT

* Reprogramming of a protection module (to as-delivered state)

* Inquiring the version number of the DRC MCM XT monitoring device

To ensure that the user is setting the system into "Service mode" a window is opened
where the user has to confirm that for the service console operation:

 the DRC MCM XT, which was configurated as 'master' has been reset to the 'slave
mode’

 all DRC MCM XT devices have been set into the 'service mode'

Preparation of the system for the service mode: Preparation of the systen for the service mode:

1. Set master into slave mode 2. Setall slaves inte service mode

(prass the SYNC hutton until the device 'slowly flashes yellow and e (press the SERVICE button until all devices 'slowly flash red and green’)

R -

@%ﬂ&'p: P
' - e

CHlCE .
H = N W]
——— ——— ]
Do not press the OK butten until the correct system status is set or press Do not press the OK button until the correct system status is set or press
CANCEL

After confirmation by clicking of the "OK" button, the main window of the
DRC MCM XT Service Console opens.
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DRC MCM XT Service Console

|Cond|t|0n tanitaring |

Select bus address Description | |

Select command Select SPD

|

. _|

During the background processing, the program is continuouly monitoring that no
"master" is active at the bus.

Whenever an active "master” is detected, a display window opens informing the user
that the program will return to the Status Display in order to avoid faulty states.

A MASTER 15 active |
Piease reset the MASTER to the SLAVE mode

-- > Back to Status Display

Q\\" .*H\" ﬁ/‘
/

After the display window has been confirmed by clicking the "OK" button, the Service
Console will be closed and the Status Display opened again.
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When closing the Service Console display windows will open, indicating stepwise that

after finishing the tests with the DRC MCM XT Service Console:

» the 'service mode' has to be quit on all DRC MCM XT devices

 one of the DRC MCM XT devices has to be reset to the 'master mode'

Preparation of the system for the monitoring mode:

1. Reset service mode

(press the SERVICE button until all devices 'slowly flash green.red or yellow and red”)

Preparation of the system for the monitoring mode:

2. Set a device into master mode

(press the SYNC button until the device 'rapidhy flashes yellow and red”)

Xy |
Q\\ﬁ‘;@\v" &r“
El

Weg® ﬁf/ 1

C . .
[ .|

[ .

C . [ .
+
(e .e
Do not press the OK button until the correct system status is set or press Do not press the OK button until the correct system status is set or press
ANCEL CANCEL

After finally clicking the "OK" button, the Service Console closes and the Status
Display opens.

7.1 Settings of the service console

The settings of the language selection and the communication interface are
automatically taken over by the status display. Additionally only the bus address of the
monitoring device to be checked has to be set.

7.1.1 Setting of bus address of DRC MCM XT monitoring device

Monitoring devices can only be addressed via the set bus address (see //). Before
communicating with a monitoring device and data exchange is possible

* its bus address has to be set by "Select bus address

« the monitoring device has to be shifted to the "Service mode" (see ;1)

After each setting of a bus address, a display window opens requesting the user to
confirm that the respective DRC MCM XT is in ,service* mode before the DRC MCM
XT will be connected (see Fig. Page 32 top left).
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DRC MCM does not respond.
Please check that the DRC MCM is connected
Please confirm that the DRC MCM really properly, no test is running (yellow LED is
operates in the service mode illuminated)and the DRC MCM really operates in

the service mode |
I.

't
S g

<L)
ey
“"4}‘_‘; 7

Connection being successful the number of the Blitzductors® configurated for this
DRC MCM XT is indicated. In case of fault a warning is shown in the main window and
an additional window displays possible reasons of fault (see top right figure).

DRC MCM XT Service Console

(Condition Monitoring |

Select bus address IDi v] Description | |

Eu ress = (2
/ SPD(s) configured according to DIP switch

\Bus address = 04

nitoring time expired, no response |1l

Select command Select SPD
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7.2 General operating procedure

The general procedure of performing a test command will be described in the
following. A detailled description of the available test commands can be taken from
7.3.

7.2.1 Requirements for testing

The following list states again the requirements for successfully performing a test
command:

» Correct connection of the RS485 interface adapter between PC or laptop and
RS485 bus system of the monitoring devices

* The correct COM port was selected for the RS485 interface adapter in the status
display (see 6.1.1)

* All monitoring devices are in the "slave mode" (the PC or laptop assumes the
"master"” function)

* Monitoring devices to be tested are in the "service mode"

« The bus address of the respective monitoring device to be tested is set correctly
(see 7.1.1)

7.2.2 Preparing and sending a command

If all requirements are fulfilled, the requested test command can be selected in the
next step.

DRC MCM XT Service Console

E:(;ondition Maonitoring

Select bus address (- v Description |Facility Managermert

Bus address = 02
2 SPD(s) configured according to DIFP switch

Select SPD

Select comman

Check all SPDs of DRC MCM =T
Check an individual SPD of DRC MCM XT

Find SFD

Program all SPDs of a DRC MCM XT

Program an individual SPD of DRC MCM XT

Reset individual SPD to its original state

Software version of DRC MCW AT /
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If the test command requires another parameter it will be specified in the index line.
This parameter now can be selected accordingly.

L
N\
Select SPD

Select command

|Check an individual SPD of DRC MCM XT

SPD 3

SPD 4
SPD 5 B
SPD B

SPD 7 )

FE

Click the "Send command " button to perform the test command.

DRC MCM XT Service Console

|Condition Mornitoring \

Select bus address [0z VI Description |Faci|it\,r Management ‘

Bus address = 0Z
2 3PD(s) configured according to DIP switch

Select command Select SPD
[ch rUTATA S0 of DRC MCM XT j‘@/%= E

— —_——
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Performance of the test command and the test result will be shown in the main
window of the service console.

DRC MCM XT Service Console

|Cond|t|on Monitoring |

Select bus address

Description

|Facility Management

Bus address = 02
2 SPD T

according to DIP switc

SPD 2D

Please wait for reply | ...

Send command (Check an individual SPD of DRC MCM XT :
SPD = OK

C[IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIID

E—

Select command Select SPD

Note:

When executing the test command, a command specific maximum answer control
time is started. The end of this control time is indicated as progress-bar notice directly
under the main window of the service console. While carrying out the test command
the service console is locked for any accepting of further commands. Only after arrival
of the answer on DRC MCM XT monitoring device or in case of fault after expiration of
the answer control time, this input blocking is released again.

Due to the internal program flow, test commands cannot be accepted by the
monitoring devices any time (e.g. during the time-critical test of the RFID
transponders, any accepting of test commands is blocked — yellow permanent light of
LED at the DRC MCM XT). For this reason test commands without reaction possibly
have to be repeated.

DRC MCM XT Service Console

|Condition Moritering |

Select bus address [0~ Description |Alarm |

I

Bus address = 01
1 sPD(s) configured according to DIP switch

and (Software version of DRC MCM XT)

Please wait for reply | ...
onitoring time expired, no response 11|

Select command Select SPD

| Software version of DRC MCM XT ~|

[ Continue ]

[ Caneel | \j
If there is no feedback on a test command, a display window shows possible reasons
of fault, which the user has to confirm.
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DRC MCM does not respond.
Please check that the DRC MCM is connected
properly, no test is running (yellow LED is

iluminated)and the DRC MCM really operates in
the service mode.!

Tip:

For the purpose of a test run documentation, the contents of the main window
(includes all commands as well as the corresponding answers) can be copied after
marking as usual in MS windows®, and pasted into other documents such as MS
Word® data files, for example.

7.3 Function of the service console

The following describes the available test commands with respect to the required input
as well as output of the result.

7.3.1 Inquiring the version number ofa DRC MCM XT monitoring device

Call of the test command "Software version of DRC MCM XT" is performed without
parameters by clicking the "Send command " button after selecting the command. The
service console shows the hardware version number as well as the software version
number and the date of issue.

DRC MCM XT Service Console

|Condition Monitaring '\

Selectbus address [ ] Description \Ar\arm \

Bus address = 01
1 sppls) configured according to DIP switch

send command (Software wersion of DRC MCM XT)
Please wait for reply | ...

Hw-version v1.060

Sw-version v1.003-10.02.2009

Select command Select SPD

\ﬁaﬁware wversion of DRC WCH XT v _ E
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With SW version v1.008 the DRC MCM XT allows for acknowledgement of the remote
signalling contact (see ;1/). In the "Acknowledgement performed” state, the text "FM
acknowledged " will be attached to the software version when reading out the version
number.

Example:

HW version v1.062
SW version v1.008-2009/10/12-FM acknowledged

7.3.2 General test of all protection modules assign  ed to a DRC MCM XT

Call of the test command "Check all SPDs of DRC MCM XT" is performed without
parameters by clicking the "Send command " button after selecting the command. The
service console shows the test result for each of the assigned protection modules
(quantity corresponding to the setting of the DIP switches at the DRC MCM XT)

DRC MCM XT Service Console

|Condition Monitoring |

Select bus address 0 Description il;acility Management |

;@s=02
;

SPD(s) configured according to DIP switch

Send command (Check all SPDs of DRC MCM xTD
Please wait For reply | ...

Start testing all SPDs ...

01 SPD = OK

02 SPD = 0K

Testing of all SPD completed ...

Select command Select SPD

The above figure shows that all protection modules work correctly.

The following figure, for example, shows that protection module No. 02 has to be
replaced.
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DRC MCM XT Service Console

\Condition Monitoring |

Select bus address |02 7_| Description il;éc'il-i"ty"f\/l_énagement |

Bus address = 02
2 8PD(s) configured according to DIP switch

Send command (Check all SPDs of DRC MCM =T
Please wait Tor reply | ...
3 11 SPDs ...

01 sPD = OK
02 Exchange SPD
02 Exchange SPD

PD completed ...

Select command Select SPD

ICheck all ZPDs of DRC MCM XT

Note:

In order to exclude wrong results due to sporadic interferences of the RFID field, every
protection module is tested several times. If all tests have a negative result,
"Exchange SPD " will be displayed for the respective protection module. As soon as
one of the tests provides a positive result, "OK" is indicated for the respective
protection module.

Protection modules defined as faulty (in all tests), will be tested again in a second test
cycle (see serial number 02 in the above figure). The result of the second test cycle
then defines the operating state of the protection module.

7.3.3 Single test of a protection module

Call of the test command "Check an individual SPD of DRC MCM XT" is performed
with parameter by clicking the "Send command " button after selecting the command.
The serial number of the protection module to be tested has to be selected as
parameter. Depending on the test result "OK" or "Exchange " is displayed for the
assigned protection module.
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DRC MCM XT Service Console

|Condition Monitoring

Select bus address [z v

Description il;acility Management |

Bus address = 02

Pleaze wait Tor reply !

SFD = OK

Please wait for reply |
Exchange SPD

2 SPD(s) configured according to DIF switch

Send command {(Check an indiwvidual SPD of DRC MCM =T : SPD 10

Send command (Check an indiwvidual SPD of DRC MCM T : SPD 20

Select command

Select SPD

ICheck an individual SPD of DRC MCM T

e T

7.3.4 Determining the current number of a protectio  n module

If neither the current SPD number of a Blitzductor® nor the current status is known, if
necessary both of the information can be determined by means of test command
"Find SPD". The call is performed without parameters by clicking the "Send
command " button after selecting the command.

Search starts with the current SPD number 01 and ends as soon as a Blitzductor®
was found, latest, however, as soon as all according to configuration capacity existing

Blitzductors® were called.

Depending on the test result, either the current number of the found and functioning
Blitzductors® will be displayed by "SPD = xx found " or, if no functioning Blitzductor®
was perceived, the service console only displays "no SPD found ".

Note:

When determining a protection module there may be no other protection module
within a circle of approx. 25 cm around the DRC MCM XT, as otherwise the protection
module can not be clearly identified.
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DRC MCM XT Service Console

|Condition Monitoring |

Select bus address |02 7l Description il_:_éc:'ﬂ'i"tyum_énagement |

Bus address = 02 Qﬂ
2 5PD{s) configured according to DIP switch ‘

Send command (Find SPDJ)
Please wait for reply | ...
Search up to SPD Mo.= 2

SPD = 01 found

Send command (Find SPD)

Pleazse wait for reply | ...
Search up to SPD Mo.= 2

Mo SPD found

l l

Please plug in one SPD ortly ‘

Select command Select SPD

IFind 5PD

7.3.5 Programming a protection module

In as-delivered status Blitzductors® XT and CT cannot be used with one DRC MCM
XT at the same time. The Blitzductors® will be assigned to the respective monitoring
device by correspondingly programming of the RFID transponders in the Blitzductor®.
When programming them, a definite password for each transponder containing the
bus address of the assigned monitoring device and the serial number of the respective
Blitzductor®, is generated and stored in the transponder. During operation, the
transponder then reacts only upon inquries containing its password.

The Blitzductors® are programmed by means of the test command "Program an
individual SPD of DRC MCM XT". The call is performed with parameters by clicking
the "Send command " button after selecting the command. The parameter to be
selected is the serial number of the protection module to be programmed.

Depending on the result of the test following the programming, either "SPD
programmed " or in case of fault "Programming failed " will be displayed on the
service console.
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DRC MCM XT Service Console

|Condition Maonitoring |

Select bus address l_D_1_1i Description IAIarm |

Bus address = 01
1 sPD(s) configured according to DIP switch

Send command (Program an individual SPD of DRC MCM =T : SPD 1)
Ty 1.

<SPD programmed >

Select command Select SPD

|Program an individual SPD of DRC MCM XT MIEE - | Continue |

I

If programming was successful an additional window opens which requests for input of
the SPD labelling (which contains the now valid bus address and the current SPD

number).

By marking the check box ("Do not show this window again”) the reference display
window will not be opened any more before the program is stated again.

Please label SPD with bus address and SPD Mo,

|| |l Do not show this window again
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Programming can fail due to the sporadic influence or interference of the RFID field
during the procedure of programming. Another trial, however, can be successful.

Note:

When programming a protection module, there may be no other protection module
within a circle of approx. 25 cm around the DRC MCM XT monitoring device.

DRC MCM XT Service Console

:Condmon Monitoring

Select bus address |m v Description Alarm

Bus address = 01
1 SPD(s) configured according to DIF switch

Send command (Program an individual SPD of DREC MCM XT : SPD 1)
TL Tor reply | ...
<Pr‘ogramming failed - please try again

Select command Select SPD

[Program an individual SPD) of DRC MGM XT PIEEEE < E

7.3.6 Programming all portection modules of a DRC MCM XT

This test command as a kind of 'batch mode' with user prompting allows to program all
protection modules assigned to a DRC MCM XT monitoring device in one pass. This
command thus provides only one flow frame for the test command "Program an
individual SPD of DRC MCM XT" already known from 7.3.5.

By indicating notes for further proceeding, the user is led step by step in the
programming of all protection modules assigned to a DRC MCM XT. Clicking of the
"Continue " button, programming of the next protection module is started or the
process is stopped by clicking the "Cancel" button. The following describes the
different steps by means of the corresponding screenshots.

Call of the test command "Program all SPDs of a DRC MCM XT" is performed
without parameters after selecting the command.
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DRC MCM XT Service Console

|Condition Moritoring

Select bus address [z~

Description

Facility Management |

Buz address = 0Z

Z SPD{=) configured according to DIP switch

\

[ e
=

lease select the bus address of DRC MCM XT first
Please press 'Continue’ as soon as the correct bus address is set

Select command

Select SPD

After setting the bus address of the requested DRC MCM XT monitoring device you
will be asked to click the "Continue " button.

Clicking the "Continue " button the number of the SPD to be programmed next will be
set, and you will be asked to place an "unprogrammed" SPD and to start the
programming process by clicking the "Send command " button.

DRC MCM XT Service Console

|Condition Monitoring

Select bus address

Description

|Facility Management ‘

Bus address = 02

—

2 5PD(s) configured according to DIP switch

\

< 1. SPD : Please insert an unprogrammed SPD, then click the 'SEND COMMAND' button

Select command

Select SPD

—————
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After successful programming (as described in 7.3.5) a reference display window
opens requesting to completely snap on the SPD and to label it at once. By clicking
the "Continue " button the same procedure can be started with the next SPD.

Flease label SPD with bus address and SFPLD Mo,

2l Do not showe this window again

DRC MCM XT Service Console

|Condition Monitoring |

Select bus address i Description IFaciIity Management |

Bus address = (2

2 8PD(s) configured according to DIP switch

Send command (Program all SPDs of a DRC MCM xT : SPD 1)

eply |

<SPD programmed

I—

Plug in the SPD completely. then click the CONTINUE' button

\

Select command Select SPD
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In case of incorrect programming the process for the same "SPD number" can just be
repeated by clicking the "Send command " button as often as necessary.

Preferably the same SPD first should be used again and only if this attempt fails a new
SPD shall be inserted.

DRC MCM XT Service Console:

|Condition Monitoring |

Select bus address il Description \Facihm Management |

Bus address = 02
2 sPD(s) configured according te DIP switch

send command (Program all SFDs of a DRC MCM XT : SPD 1)
Please wait for reply | ...
Programming failed - please try again

For retrying programming. please click the "SEND COMMAND' button again (exchange SPDif required)
Or click the 'CONTINUE' button to continue programming the next SPFD
\ /
Select command select SPD

As soon as all protection modules are programmed another clicking of the "Continue "
button finishes the programming process displaying

DRC MCM XT Service Console

‘Condition Monitoring \

Select bus address o2 :i Description IFacHity IManagement ‘

Bus address = 0Z
2 SPD(s) configured according to DIP switch

Send command {(Program all SPDs of a DRC MCM XT : SPD 1)
Please wait for reply | ...
SFD programmed

send command (Program all SPDs of a DRC MCM XT : SPD 2
Please wait for reply | ...
SPD programmed

—

e ~
( All SPDs programmed

Select command Select SPD

‘ V| __|
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The user of course can abort the process by clicking the "Cancel " button.

Select command Select SPD
@g of SPDs will be w
Select command Select SPD
| v ~ Continue E

Tip:
Every clicking of the "Continue " button increases the current number for the next

protection module to be programmed. Thus during the programming procedure you
can jump to the next SPD number by clicking the "Continue " button.

Select command Select SPD % ‘

7.3.7 Resetting a protection module

The test command "Reset individual SPD to its original state " allows to reset
Blitzductors® already assigned to a DRC MCM XT monitoring device into the as-
delivered status (reprogramming).

The device is called by entering parameters and clicking the "Send command " button
after selecting the command. The parameter to be selected is the current number of
the protection module to be reset. Depending on the result of the test following the
resetting process, the service console either shows "SPD is reset " or in case of failure
"Reset failed ".
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DRC MCM XT Service Console

|Condition Monitoring

Select bus address i,ﬂjiﬂ Description IAIarm |

Bus address = 01
1 sPD(s) configured according to DIP switch

Se et individual SPD to its original state : SPD 1)
ease wait for rep [
SPD is reset

Select SPD

Select command
|Reset individual SPD to its original state v| |SF'D 1 V| _ _|

If the resetting process was successful, a reference display window opens, requesting
to remove the 'old' SPD labelling (which includes the no longer valid bus address and

the previous running SPD number.

Flease remove SPD labelling (bus address and SPO MNo))

-ll E Do not show this window again

In case of a resetting failure, a further attempt should be made as probably the RFID
field was sporadically interferred.
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DRC MCM XT Service Console

\Condition Moritoring |

Select bus address IDl ¥ Description IAIarm |

Bus address = 01
1 sPD(s) configured according to DIP switch

Send nd (Reset individual SPD to its original state : SPD 1)
ease wait reply |
Reset failed

Select command Select SPD
|Reset individual SPD to its original state v| |SF'D 1 V| _
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Notes
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